
Note que os dados aqui indicados foram obtidos a partir do catálogo online. Para informações e dados completos, consulte a documentação do 
utilizador. Aplicam-se as condições gerais de utilização para downloads da Internet

End cover, depth: 35.9 mm, width: 1.8 mm, height: 42.5 mm, color: gray

Dados comerciais
N.º de artigo 3003020

Pcs./Emb 50 Unidade

Quantidade mínima de pedido 50 Unidade

Chave comercial BE1

Chave de produto BE1Z1X

Página de catálogo Página 459 (C-1-2019)

GTIN 4017918090425

Peso por unidade (inclusive embalagem) 2,07 g

Peso por unidade (excluindo embalagem) 2,033 g

Número do imposto alfandegário 85389099

País de origem DE
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Dados técnicos

Product properties

Product type End cover

Environmental and real-life conditions

Ambient conditions

Ambient temperature (operation) -60 °C ... 105 °C (max. short-term operating temperature RTI 
Elec.)

Ambient temperature (storage/transport) -25 °C ... 60 °C (for a short time, not exceeding 24 h, -60 °C to 
+70 °C)

Ambient temperature (assembly) -5 °C ... 70 °C

Ambient temperature (actuation) -5 °C ... 70 °C

Permissible humidity (storage/transport) 30 % ... 70 %

Material specifications

Color gray

Material PA 6.6

Flammability rating according to UL 94 V0

Static insulating material application in cold -60 °C

Temperature index of insulation material (DIN EN 60216-1 (VDE 
0304-21))

125 °C

Relative insulation material temperature index (Elec., UL 746 B) 130 °C

Fire protection for rail vehicles (DIN EN 45545-2) R22 HL 1 - HL 3

Fire protection for rail vehicles (DIN EN 45545-2) R23 HL 1 - HL 3

Fire protection for rail vehicles (DIN EN 45545-2) R24 HL 1 - HL 3

Fire protection for rail vehicles (DIN EN 45545-2) R26 HL 1 - HL 3

Calorimetric heat release NFPA 130 (ASTM E 1354) 27,5 MJ/kg

Surface flammability NFPA 130 (ASTM E 162) passed

Specific optical density of smoke NFPA 130 (ASTM E 662) passed

Smoke gas toxicity NFPA 130 (SMP 800C) passed

Dimensions

Width 1.8 mm

Height 42.5 mm

Depth 35.9 mm
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Classificações

ECLASS

ECLASS-11.0 27141133

ECLASS-12.0 27141133

ECLASS-13.0 27250301

ETIM

ETIM 8.0 EC000886

UNSPSC

UNSPSC 21.0 39121400
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Environmental product compliance

EU RoHS

Cumpre os requisitos de substância segundo a Diretiva RoHS Sim, Sem regras de exceção

China RoHS

EFUP-EEnvironment friendly use period (EFUP)

Nenhuma substância perigosa acima dos valores-limite

EU REACH SVHC

Nota sobre as substâncias candidatas ao REACH (n.º CAS) Nenhuma substância numa proporção superior a 0,1 % em 
massa
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